PV weidinger

Screwdriver Triton ESD Safety Torx, T15 x 80 mm, 170 mm

- Ergonomic triangular handle for comfort and increased torque

« Fully ESD compliant, dissipative in all ranges

- Hardened alloy steel shaft for exceptional strength and durability
« Black blades, avoid reflections and flaking of chrome particles

- Direct injection moulding of the handle with the shaft guarantees long-lasting connection
and function

« Precisely fitting tip for damage-free screwing in

« According to IEC61340 5.1 & 5.2

« Size: TX 15

. Visible blade length: 80 mm

. total length: 170 mm

Item no. WL11040

Model 4718ESD-TX15x80
Manufacturer CK

Manufacturer article no. T4718ESD 15

GPSR manufacturer data Carl Kammerling International

Bendahler StraBe 110
DE-42285 Wuppertal
www.ck-tools.com

Width 29 mm
Height 29 mm
Sales unit 1 piece
Content unit 1 piece
VDE no
Screw type TX15
ESD compliant yes
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PV weidinger

Packaging dimensions piece

Screwdriver type normal screwdrivers
Tool length 170 mm
Applications (screwdriver) TORX-screws

Blade length 80 mm

Other versions

Item no. Screw type & Blade length
WL11037 TX08 & 70 mm

WL25239 TX08 & 200 mm

WL11038 TX09 & 70 mm

WL11039 TX10 & 80 mm

WL11040 TX15 & 80 mm

WL11041 TX20 & 90 mm
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