PV weidinger

KAPTON solder masking tape, 6 mm /33 m

« Thickness incl. adhesive = 0.055 mm
« Temperature resistance up to 300 °C
« brown-transparent

Item no. WL13512
Model 110-33-06
Manufacturer PPI
Manufacturer article no. PPI 701/6 MM
GPSR manufacturer data PPl GmbH

HommericherstraBe 10-14
DE-51789 Lindlar
www.ppiadhesiveproducts.com/de

Length 33000 mm
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PPV weidinger

Width 6 mm
Sales unit 1rolls
Content unit 1rolls
Material polyimide
Film thickness 0,055 mm
ESD compliant no

Other versions

Item no. Widith
WL13512 Ey—

WL31401 _—

WL30617 8 mm

WL13513 o mm

WL27469 [r—
WL13514 12 mm
WL33476 -
WL13515 15 mm
WL38595 p—
WL13516 19 mm
WL13517 —
WL28209 27 mm
WL28216 —

- ) < / weidi .
212 www.weidinger.eu


https://www.weidinger.eu/en/wl13512
https://www.weidinger.eu/en/wl13512
https://www.weidinger.eu/en/wl31401
https://www.weidinger.eu/en/wl31401
https://www.weidinger.eu/en/wl30617
https://www.weidinger.eu/en/wl30617
https://www.weidinger.eu/en/wl13513
https://www.weidinger.eu/en/wl13513
https://www.weidinger.eu/en/wl27469
https://www.weidinger.eu/en/wl27469
https://www.weidinger.eu/en/wl13514
https://www.weidinger.eu/en/wl13514
https://www.weidinger.eu/en/wl33476
https://www.weidinger.eu/en/wl33476
https://www.weidinger.eu/en/wl13515
https://www.weidinger.eu/en/wl13515
https://www.weidinger.eu/en/wl38595
https://www.weidinger.eu/en/wl38595
https://www.weidinger.eu/en/wl13516
https://www.weidinger.eu/en/wl13516
https://www.weidinger.eu/en/wl13517
https://www.weidinger.eu/en/wl13517
https://www.weidinger.eu/en/wl28209
https://www.weidinger.eu/en/wl28209
https://www.weidinger.eu/en/wl28216
https://www.weidinger.eu/en/wl28216
http://www.tcpdf.org

