
ERGO™ Screwdriver for slotted screws, straight, with short
rubber handle, 1.2 mm x 6.5 mm x 25 mm

• Screwdriver developed in the course of the ERGO™ process
• For slotted screws, short version for work in confined spaces
• Burnished tip for greater accuracy
• 3-component handle for maximum ease of use, soft material with rigid surface provides
comfortable grip and better power transmission
• Maximum comfort with minimum effort due to ergonomic design
• The correct blade can be easily identified by the colour marking and the symbol on the
end of the handle
• Flat side parts prevent rolling away
• Integrated suspension eye
• High performance steel alloy blade, chrome plated and fully hardened for maximum
corrosion protection and long life
• Standards: ISO 2380 and DIN 5264
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item number WL16094

model BE 8355

manufacturer BAHCO

manufacturer item number BE-8355

length 180 mm

width 70 mm

height 40 mm

order unit 1 piece

content unit 1 piece

handle length 58 mm

VDE no

type of screw slot

ESD safe no

packaging mass piece

type of screwdriver normal screwdrivers

Blade thickness 1.2 mm

Handle width 36 mm

tool length 83 mm

handle diameter 36 mm

blade length 25 mm

blade width 6.5 mm

blade thickness 1.2 mm

Other versions
item number blade length blade thickness blade width

WL16091 25 mm 0.6 mm 3.5 mm

WL16092 25 mm 0.8 mm 4 mm

WL16093 25 mm 1 mm 5.5 mm

WL16094 25 mm 1.2 mm 6.5 mm

WL16095 25 mm 1.2 mm 8 mm

WL18917 45 mm 1 mm 5.5 mm

WL20736 45 mm 1.2 mm 65 mm
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