
ERGO™ Phillips screwdriver with short 3-component handle,
PH2 × 25 mm

The BAHCO ERGO™ Phillips screwdriver BE 8602 PH2 × 25 mm is a high-quality precision
tool that has been specially developed as part of the ERGO™ process to combine
ergonomic working, maximum precision and optimum comfort. This screwdriver shows its
strengths particularly in confined working areas or delicate assembly tasks and enables
PH2 screws to be screwed in precisely without slipping or damage.

The high-alloy quality steel blade is chrome-plated, fully hardened and burnished, making
it extremely wear-resistant, corrosion-resistant and durable. With a length of 25 mm, the
blade is ideal for short applications, while the overall length of 185 mm ensures
comfortable handling. The color-coded marking on the end of the handle enables quick
and clear identification of the correct blade - a clear advantage when working with several
screwdrivers.

The ergonomically shaped 3-component handle combines soft material for high comfort
with a rigid surface for optimum power transmission. Flat sides prevent it from rolling away
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on the workbench and the integrated hanging hole ensures tidy storage. The ergonomic
design ensures maximum comfort with minimum effort, even during prolonged use.

This screwdriver complies with international standards ISO 8764 and DIN 5260 and
impresses with its high-quality workmanship, which is suitable for both professional
workshop use and precise DIY work. With the BE 8602, users benefit from a tool that
optimally combines precision, ergonomics, durability and safety.

Whether you are carrying out intricate electronic work, assembling machines or carrying
out precision mechanical repairs - the BAHCO ERGO™ PH2 screwdriver is your reliable
companion for precise, safe and comfortable work.
• Screwdriver developed in the course of the ERGO™ process 
• For Phillips screws, short version for work in confined spaces
• Burnished tip for greater accuracy 
• 3-component handle for maximum ease of use, soft material with rigid surface provides
comfortable grip and better power transmission 
• The correct blade can be easily identified by the colour marking and the symbol on the
end of the handle 
• Flat sides prevent rolling away 
• integrated suspension opening 
• High performance steel alloy blade, chrome plated and fully hardened for maximum
corrosion protection and long life 
• Standards:  ISO 8764 and DIN 5260
• Maximum comfort with minimum effort due to ergonomic design 
• Comfortable 3-component handle for optimum grip 
• Easy tip identification through colour-coded symbols on the handle 
• Flattened handle prevents rolling away

Item no. WL16098

Model BE 8602

Manufacturer BAHCO

Manufacturer article no. BE-8602

GPSR manufacturer data BAHCO Werkzeuge
Maybachstr. 10
DE-71711 Steinheim
www.bahco-werkzeuge.de

Length 185 mm

Width 70 mm

Height 40 mm

Sales unit 1 piece
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Content unit 1 piece

Incl. battery no

Handle length 58 mm

VDE no

Screw type PH2

ESD compliant no

Packaging dimensions piece

Screwdriver type normal screwdrivers

Handle width 36 mm

Tool length 83 mm

Handle diameter 36 mm

Blade length 25 mm

Other versions
Item no. Screw type Tool length

WL16097 PH1 83 mm

WL16098 PH2 83 mm
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