
867/4 IP TORX-Plus screwdriver bit, TX06 6 IP, 50 mm

867/4 IP TORX-Plus screwdriver bit, TX06 6 IP, 50 mm from Wera has been specially
developed for precise TORX® screw connections. For internal TORX plus® screws ensures
precise work, even in confined spaces. The combination of dimensional accuracy and
material quality creates a durable tool for everyday use.
• For internal TORX PLUS® screws
• Tough-hard, for universal use
• 1/4" hexagon drive (Wera connection series 4)
• Suitable for AEG, ARO, Atlas-Copco, Biax, Black & Decker, Bosch, Buckeye Tools etc.
• Prevents premature breakage of the output tip

Item no. WL19424

Model 867/4 IP TORX PLUS®

Manufacturer WERA

Manufacturer article no. 05134680001

GPSR manufacturer data WERA Werkzeuge GmbH
Korzerter Strasse 21-25
DE-42349 Wuppertal-Cronenberg
www.wera.de

Length 50 mm

Width 7 mm

Height 6 mm

Length with packaging 58 mm

Width with packaging 34 mm

Height with packaging 15 mm

Sales unit 1 piece

Content unit 1 piece

Bit length 50 mm

VDE no
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Screw type 6IP

ESD compliant no

Packaging dimensions piece

Tool length 50 mm

Other versions
Item no. Screw type Bit length

WL90785 1IP 50 mm

WL90786 2IP 50 mm

WL90788 3IP 50 mm

WL90809 4IP 50 mm

WL90798 5IP 50 mm

WL90800 7IP 50 mm

WL91114 9IP 50 mm

WL90789 9IP 89 mm

WL90802 10IP 50 mm

WL90803 10IP 70 mm

WL90791 10IP 89 mm

WL90804 15IP 50 mm

WL90805 15IP 70 mm

WL90792 15IP 89 mm

WL90806 20IP 50 mm

WL90807 20IP 70 mm

WL90793 20IP 89 mm

WL90779 25IP 50 mm

WL90794 25IP 89 mm

WL90795 27IP 89 mm

WL91131 30IP 50 mm

WL90796 30IP 89 mm

WL90797 40IP 89 mm

WL19424 6IP 50 mm

WL90787 6IP 89 mm

WL90808 6IP 152 mm
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WL90799 8IP 50 mm

WL90790 8IP 89 mm

WL90801 8IP 152 mm
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