
Soldering tip chisel-shaped, 1.2 x 0.7 mm, C245906

The JBC C245906 chisel-shaped soldering tip (1.2×0.7mm) is part of the proven C245
series and has been specially designed for use with the T245 handle. Its compact chisel
shape makes it ideal for precise SMD soldering, general electronics work and soldering on
ground planes. Thanks to the optimized heat transfer, the tip delivers consistent
performance even in demanding applications.
Equipped with an integrated heating element, the C245906 cartridge ensures extremely
fast heat-up times (instant heat-up) - so it is ready for use in just a few seconds. The
intelligent combination with the sleep and hibernation mode of the JBC soldering stations
significantly extends the service life and reduces energy consumption in standby mode.
This makes the soldering tip not only efficient, but also durable (long life).
Whether for precise SMD soldering, repairs or fine rework on printed circuit boards - the
JBC C245906 impresses with its reliability, high temperature stability and long service life.
It is an indispensable accessory for anyone who expects professional soldering quality and
maximum efficiency.
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Item no. WL19820

Model C245-906

Manufacturer JBC

Manufacturer article no. C245906

GPSR manufacturer data JBC Soldering SL
Ramón y Cajal 3
ES-08750 Molins De Rei
www.jbctools.com

Length with packaging 110 mm

Width with packaging 12 mm

Height with packaging 12 mm

Sales unit 1 piece

Content unit 1 piece

Incl. battery no

Product series C245

Tip series C245

Incl. integrated heating yes

Tip dimensions 1,2 x 0,7 mm

Tip length 10 mm

Tip width 1.2 mm

Total length of the soldering tip 100 mm

Tip shape chisel-shaped

Tip alignment straight

Matching handpiece T245

ESD compliant no
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