PV weidinger

WP 65, soldering iron, 65 W, Power-Response technology

- Fast reaction time - Heating time (approx) in seconds (50-350°C / 120-660°F): 7
« For fine soldering with WT soldering stations and WR rework stations

« Interchangeable XNT soldering tips at competitive prices

» For small and medium sized components with average power requirements

« Power Response Heater Technology with optimised sensor position

Item no.

Model

Technology
Manufacturer
Manufacturer article no.

GPSR manufacturer data

Sales unit

Content unit

Incl. battery

Product series

Power

Voltage

Handpiece (type)
Type of tip
Temperature range °C
Temperature range °F

Matching stand

WL27082

WP 65
Power-Response
WELLER
T0052921599N

WELLER Tools GmbH
Carl-Benz-Strasse 2
DE-74354 Besigheim
www.weller-tools.com

1 piece

1 piece

no

power response
65 W

24V
soldering iron
HS

50 — 450 °C
150 — 850 °F
WDH 10
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PPV weidinger

Matching tips XNT
Included soldering tip(s) XNT A
Matching control unit PU 81, PUD 81, PUD 81i, PUD 121, PUD 151, WD 1M,

WR 2, WR 3M, WR 3ME
ESD compliant yes

Products for the electronic industry
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