
WXDP 120, desoldering iron, 120 W, for horizontal work

• connectable to WX stations
• programmable
• with finger switch for vacuum on rubberised handle
• Tin cartridge with bayonet lock
• Heating time: 35 s (+50 to +350 °C), or ready for use again in 20 s from standby
• Temperature range: +50 to +450 °C
• Heating power: 120 W
• Supply voltage: 24 V
• Suitable suction nozzles: XDS series
• WX compatible

item number WL30621

model WXDP 120

manufacturer WELLER

manufacturer item number T0051320199N

GPSR manufacturer information WELLER Tools GmbH
Carl-Benz-Strasse 2
DE-74354 Besigheim
www.weller.eu

order unit 1 piece
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content unit 1 piece

product series desoldering iron

power 120 W

voltage 24 V

warm-up period 35 s

handle type desoldering iron

temperature range °C 100 – 450 °C

temperature range °F 200 – 850 °F

suitable stand WDH 70

suitable tips XDS, XDSL

included accessories XDS 1 desoldering nozzle

included desoldering iron WXDP 120

included suction nozzles XDS 1

suitable accessories PDN Entlötdüsenzange zum Wechseln von
Saugdüsen, Wartungswerkzeug für WXDP/DSX 120

suitable control unit WXD 2, WXR 3

ESD safe yes
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