
ESD drawer block FO Sintro mobile, 1x1HE/1x2HE/1x6HE, lid
ESD hard laminate, 670x540x418mm

The mobile drawer unit F0 is equipped with four conductive swivel castors (Ø 52 mm), two
of which are lockable. With a height of 670 mm and a depth of 540 mm, it offers sufficient
storage space. The lid is made of ESD hard laminate, which ensures an electrostatically
safe environment. Ideal for versatile applications in various work areas.
• Drawer partition: 1x1HE, 1x2HE, 1x6HE
• robust sheet steel housing with central lock
• 4/5 pull-out, drawer runners with steel ball bearings
• inside dimensions: W = 330 mm or 520 mm, D = 450 mm
• Load capacity / drawer: 30 kg
• ESD-compliant due to conductive powder coating and conductive guides,
Connection of all parts with contact wheels
• 4 conductive swivel castors (Ø 52 mm),
2 of which detectable
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• Pull-out safety device: only one drawer can be used at a time
be opened

Item no. WL31355

Model 32.320.66

Model line Sintro

Manufacturer KARL

Manufacturer article no. 32.320.66

GPSR manufacturer data Andreas KARL GmbH & Co. KG
Hauptstraße 26
DE-85777 Fahrenzhausen
www.karl.eu

Width 418 mm

Height 670 mm

Depth 540 mm

Sales unit 1 piece

Content unit 1 piece

Manufacturer colour information light gray (RAL 7035)

Material (frame) ESD hard laminate

Load capacity 30 kg

ESD compliant yes
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