
851/4 J Cross-recess bit, Phillips recess PH00, 50 mm

The 851/4 J Phillips recessed head bit, Phillips recess PH00, 50 mm from WERA impresses
with its precise fit and long service life - ideal for screwdriving work in electronics
assembly. Can be found at Weidinger.
• For Phillips-Recess cross-slotted head screws
• Tough and hard, for universal use
• Optimized for Asian PH screws
• 1/4" hexagon drive
• Suitable for AEG, ARO, Atlas-Copco, Biax, Black & Decker, Bosch, Buckeye Tools and
others.
• Output size PH00

Item no. WL33779

Model 851/4 J

Manufacturer WERA

Manufacturer article no. 05135530001

GPSR manufacturer data WERA Werkzeuge GmbH
Korzerter Strasse 21-25
DE-42349 Wuppertal-Cronenberg
www.wera.de

Length 50 mm

Width 7 mm

Height 6 mm

Length with packaging 100 mm

Width with packaging 70 mm

Height with packaging 11 mm

Scope of delivery PH 00x50

Sales unit 1 piece

Content unit 1 piece

Incl. battery no
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Bit length 50 mm

VDE no

Screw type PH00

ESD compliant no

Packaging dimensions piece

Tool length 50 mm

Blade diameter 2 mm

Blade length 50 mm

Blade length in inches 2 in

Other versions
Item no. Screw type Blade length

WL33779 PH00 50 mm

WL41736 PH00 89 mm

WL47909 PH0 50 mm

WL41737 PH0 89 mm

WL30784 PH1 50 mm

WL30786 PH1 89 mm

Powered by TCPDF (www.tcpdf.org)

2 / 2
30.09.2026

https://www.weidinger.eu/en/wl33779
https://www.weidinger.eu/en/wl33779
https://www.weidinger.eu/en/wl33779
https://www.weidinger.eu/en/wl41736
https://www.weidinger.eu/en/wl41736
https://www.weidinger.eu/en/wl41736
https://www.weidinger.eu/en/wl47909
https://www.weidinger.eu/en/wl47909
https://www.weidinger.eu/en/wl47909
https://www.weidinger.eu/en/wl41737
https://www.weidinger.eu/en/wl41737
https://www.weidinger.eu/en/wl41737
https://www.weidinger.eu/en/wl30784
https://www.weidinger.eu/en/wl30784
https://www.weidinger.eu/en/wl30784
https://www.weidinger.eu/en/wl30786
https://www.weidinger.eu/en/wl30786
https://www.weidinger.eu/en/wl30786
http://www.tcpdf.org

