PV weidinger

ESD material stand, height adjustable, 150 kg, 605 x 405 mm

« Electrically conductive version

« For plastic boxes, sheet steel boxes, wire baskets, etc.

« height adjustable and mobile

« Sectional steel/tube construction with sheet steel platform with 20 mm high edge on all
sides

» Powder-coated

« slate grey RAL 7015

» Not inclinable

« Height adjustable in increments of 25 mm, from 695-970 mm

« 4 swivel castors with TPE ESD tyres

« hubs with plain bearing

- Brakes on 2 swivel castors in accordance with European Standard EN 1757-3

Item no. WL34212
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Model
Manufacturer
Manufacturer article no.

GPSR manufacturer data

Sales unit

Content unit

Manufacturer colour information

Colour

Height adjustable
Material

Material (frame)

Tare weight

Type of transport device
Load capacity

Number of fixed castors
Number of swivel castors
Tires

Tire diameter

Bearing (tires)

Length of the loading area
Width of the loading area
ESD compliant

PV weidinger

ESD-Premium-Materialstander
FETRA
1890

fetra Fechtel Transportgerdate GmbH
IndustriestraBe 17-21

DE-33829 Bogenhausen
www.fetra.de

1 piece

1 piece

slate grey
grey

695 — 970 mm
sheet steel
sectional steel
15 kg

material stand
150 kg

2

2

TPE ESD

75 mm

friction bearing
605 mm

405 mm

yes
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