PV weidinger

Crimping insert Junior Power Timer, 0.5 - 2.5 mm?
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Application: Module connector 0.5 - 2.5 mm?2. - Nominal size: 0.5 - 2.5 mm? - Application:
TE Timer Contact System / Junior Power Timer / Receptacle Contacts (Length 18.8 mm) -
Capacity square millimetres: 0.5 - 2.5mm? - Number of nests: 4

+ Application module plug

. Capacity: 0,5 - 2,5 mm?

« Number of nests: 4

« AWG: 20-13

Item no. WL38865
Model 97 49 54
Manufacturer KNIPEX
Manufacturer article no. 97 49 54
GPSR manufacturer data KNIPEX-Werk
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PV weidinger

Oberkamper Strasse 13
DE-42349 Wuppertal-Cronenberg
www.knipex.de

Length 80 mm

Width 50 mm

Height 10 mm

Length with packaging 66 mm

Width with packaging 51 mm

Height with packaging 33 mm

Volume with packaging 0.11dm?

Sales unit 1set

Content unit 1set

Type of packaging single pack

RoHS compliant no

VDE no

Crimping application TE Timer Contact System / Junior Power Timer /
Receptacle Contacts (Length 18.8 mm)

Number of crimp nests 4

Crimp profile F-crimp

Type of pliers crimp insert
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