PV weidinger

ESD stacking box SAFESHIELD 400 x 300 x 220 mm

Anwendungsbeispiel - Deckel nicht im Lieferumfang
Example of use - Lid not included in delivery

The Safeshield stacking boxes have a high electrostatic shielding against electrostatic
discharges and fields. They are suitable for internal storage as well as for external shipping
of endangered electronic components (ESDS).

« Reinforced version

« With stacking lugs for safe transport

- recessed grips closed, with pressure, lying flat

« High shielding properties due to conductive inner layer

« Inner and outer cover permanently conductive and abrasion-resistant

« Good mechanical properties

« recyclable

« Reusable

- Corrosion-free

+ Free of heavy metals

« Imprint: ESD label with warning in German and English, RESY symbol

« UV-resistant
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« Electrostatic shield <1 nJ (Energy Test)

Item no.

Model

Manufacturer
Manufacturer article no.

GPSR manufacturer data

Length

Width

Height

Sales unit

Content unit

Manufacturer colour information
Colour

Typical leakage resistance

ESD compliant

Other versions

Item no.

WL40755
WL40756
WL40757
WL40758

PV weidinger

WL40756
5510.5B.400.B
WARMBIER
5510.5B.400.B

Wolfgang WARMBIER
Untere GieBwiesen 21
DE-78247 Hilzingen
www.warmbier.com

400 mm

300 mm

220 mm

1 piece

1 piece

blue

blue

10°-10" Ohm

yes

Length x Width x Height

400 mm x 300 mm x 115 mm
400 mm x 300 mm x 220 mm
600 mm x 400 mm x 115 mm
600 mm x 400 mm x 220 mm
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https://www.weidinger.eu/en/wl40755
https://www.weidinger.eu/en/wl40755
https://www.weidinger.eu/en/wl40756
https://www.weidinger.eu/en/wl40756
https://www.weidinger.eu/en/wl40757
https://www.weidinger.eu/en/wl40757
https://www.weidinger.eu/en/wl40758
https://www.weidinger.eu/en/wl40758
http://www.tcpdf.org

