PV weidinger

Zero Smog EL 230V F/G extraction unit for soldering fumes,
for 1-2 workstations, 150 m3/h at 2,500 Pa

- Extraction unit for 1to 2 workstations

« Medium fine dust pre-filter M5, which can be changed separately without having to
change the main filter

. Large HEPA H13 filter surface with 2.4 m? for particularly long filter service life

- Activated carbon granulate filter for effective gas cleaning

« Portable extraction unit, ideal for placement under the workbench or next to the
workstation

« Easy filter change

« Variable power control with 4 speed settings

« Electronic filter monitoring and filter alarm for timely filter change

- Particularly long service life thanks to powerful and brushless EC turbine
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Item no.
Model

Manufacturer

Manufacturer article no.

GPSR manufacturer data

Length
Width
Height

Scope of delivery

Sales unit
Content unit
Incl. battery
Frequency
Power
Voltage

Fuse

Vacuum (max.)

Sound level

Volume flow rate (max.)

Filter type

PV weidinger

WL41646

ZERO SMOG EL
WELLER
FT91010699N

WELLER Tools GmbH
Carl-Benz-Strasse 2
DE-74354 Besigheim
www.weller-tools.com

335 mm
360 mm
445 mm

1x Zero Smog EL extraction unit
1x fine dust pre-filter F7

1x compact filter H13

1x operating instructions

1 piece

1 piece
no
50/60 Hz
120 W
230V
1.25 A
2500 Pa
53 dBA
150 m3/h

compact filter
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