PV weidinger

ESD side cutters EUROIline Semi Flush 125mm conductive

« Electronic special pliers EUROline
« made of special tool steel

« high-gloss

bronzed

« thriving industry

- with dissipative 2-K

hand protection cover

- exchangeable double leaf spring
« narrow, pointed pliers head

« Wate (Semi Flush)

Item no.

Model

Manufacturer
Manufacturer article no.

GPSR manufacturer data

WL43187
3-656-15
BERNSTEIN
3-656-15

BERNSTEIN Werkzeugfabrik
Industriehof Trecknase 1
DE-42897 Remscheid
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Width

Length with packaging
Width with packaging
Height with packaging
Sales unit

Content unit

ESD standard

VDE

Cut shape
ESD compliant
Tool length

Type of side cutters

Cutting value wire diameter (hard)
Cutting value wire diameter (medium)

Cutting value wire diameter (soft)

PV weidinger

www.bernstein-werkzeuge.de
60 mm
170 mm
60 mm
25 mm
1 piece
1 piece

All ESD tools comply with the ESD standard IEC
61340-5-1. The leakage resistance of the BERNSTEIN
ESD tools is in the range of the ideal value between
106 and 109 Ohm.

no
large bevel
yes

125 mm
side cutter
0.3 mm
1mm

1.5 mm
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