
Crimping pliers for miniature connectors, parallel crimp, for
connectors of the Mini-Fit® series from Molex LLC, black oxide
finish, 190 mm

Crimping pliers for miniature connectors Parallel crimp jaw guidance to meet the
particularly high requirements of small connectors. Consistently high crimp quality due to
precision inserts and positive lock (unlockable). Crimp pressure is precisely set (calibrated)
at the factory, adjustable. Force amplification by toggle lever for low-fatigue work.
Crimping pliers for other miniature connectors such as HD 22; Modu IV; Micro Timer; ... on
request. - Application: For crimping Mini-Fit® series connectors from Molex LLC - Number
of nests: 3 - AWG: 16 / 18 / 20 - 24.
• Parallel crimp die guidance to meet the particularly high demands of small connectors
• Consistently high crimp quality due to precision inserts and positive lock (unlockable)
• Crimp pressure is precisely set (calibrated) at the factory, adjustable
• Force amplification through toggle lever for low-fatigue work
• Crimping pliers for other miniature connectors such as HD 22
• Modu IV
• Micro Timer
• ... on request

Item no. WL44024

Model 97 54 26

Manufacturer KNIPEX

Manufacturer article no. 97 54 26

GPSR manufacturer data KNIPEX-Werk
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Oberkamper Strasse 13
DE-42349 Wuppertal-Cronenberg
www.knipex.de

Length 190 mm

Width 60 mm

Height 34 mm

Length with packaging 217 mm

Width with packaging 76 mm

Height with packaging 40 mm

Volume with packaging 0.645 dm³

Sales unit 1 piece

Content unit 1 piece

Type of packaging single pack

RoHS compliant no

Surface burnished

VDE no

Crimping application For crimping connectors of the Mini-Fit® series from
Molex LLC

Number of crimp nests 3

Pliers bronzed

Crimp profile F-Crimp narrow

ESD compliant no

Tool length 190 mm

AWG 16 / 18 / 20 - 24

Grip (expression) with multi-component covers

Type of pliers automatic crimping tool
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