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Soldering tip concave, D: 0.1 mm, C115128
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JBC soldering tip C115128 is a high-precision soldering tip from the renowned C115 series
from JBC, specially developed for demanding micro soldering work. With its hollow flute
shape and a diameter of 1.0 mm, it is ideal for drag soldering SMD components and for
precise soldering under a microscope.

This soldering tip is compatible with the NT115, NP115 and AN115 nano soldering
handpieces and offers outstanding heat transfer and durability thanks to JBC Long Life
technology. Compared to conventional soldering tips, it lasts up to five times longer, which
is supported by the efficient JBC soldering system with integrated sleep and hibernation
modes.

The JBC soldering tip C115128 is characterized by its excellent electroplating, which
ensures optimal thermal performance. With a weight of only 20 g and a tip length of 4.5
mm, it enables precise work even in the tightest of spaces.

Item no. WL45039
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Model
Manufacturer
Manufacturer article no.

GPSR manufacturer data

Sales unit

Content unit

Incl. battery

Product series

Tip series

Tip length

Tip shape

Tip alignment
Matching handpiece
ESD compliant

PV weidinger

C115-128
JBC
C115128

JBC Soldering SL
Ramon y Cajal 3
ES-08750 Molins De Rei
www.jbctools.com

1 piece

1 piece

no

C15

C115

4.5 mm

hollow profile
sloped

AN115, NP115, NT115

no
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