
Dispensing needle 0.5", flexible, gauge 25, red, flexible,
straight

These tips feature a unique housing made of inert polypropylene. They are flexible along
edges and around corners, allowing paint and solvent application in hard-to-reach areas.
The special flexible housing prevents damage to the surface and can be easily bent or cut
to the desired length. The cannula is perfect for brushing over a surface to which a
material is to be applied. It also prevents clumping for optimal repeatable and precise
material application.

The unique SafetyLok™ mounting threads ensure secure attachment to the cartridges. In
addition, each pick-up is manufactured and tested to be free of molding flash - these are
plastic particles that can impede material flow and lead to inconsistent material
applications.

All Optimum dispensing tips are manufactured in the USA in silicone-free factories to
prevent material contamination and are certified for industrial use.
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Model 5125PPS-B / 7018366

Manufacturer NORDSON EFD

Manufacturer article no. 7018366

GPSR manufacturer data Nordson Deutschland GmbH
Kapellenstraße 12
DE-85622 Feldkirchen
www.nordson.com

Sales unit 1 piece

Content unit 1 piece

Colour red

Incl. battery no

Gauge GA 25

Capillary length (inch) 0.5 in

Tip type (dispensing needles) flexible tip

Inner diameter 0.36 mm

Tip shape flexible, straight

ESD compliant no

Other versions
Item no. Capillary length (inch)

WL45489 0.5 in

WL11723 1.5 in
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