
1/4" and 1/2" socket wrench set including combination
wrenches, 92 pieces

Socket wrench set 1/2+1/4", 94 pcs. Less wear and damage to the fastener thanks to
socket wrench inserts with Dynamic_Drive™ profile.
• 12 pcs. 1/4&quot; hexagon inserts: 4, 4.5, 5, 5.5, 6, 7, 8, 9, 10, 11, 12 and 13 mm 
• 9 pcs 1/4&quot; hexagonal inserts, long version 4, 5, 6, 7, 8, 9, 10, 11 and 13 mm 
• 15 pieces 1/2&quot; hexagonal inserts 10, 12, 13, 14, 15, 16, 17, 18, 20, 21, 23, 24, 27, 32 and
34 mm 
• 9 pieces 1/2&quot; hexagonal inserts 3/8&quot;, 7/16&quot; (11 mm), 1/2&quot;, 9/16&quot;,
11/16&quot;, 3/4&quot; (19 mm), 13/16&quot;, 7/8&quot; (22 mm), 1-3/16&quot; 
• 4 pieces 1/2&quot; power sockets 17, 19, 21 and 24 mm 
• 4 pcs 1/4&quot; Phillips screwdriver inserts PH 1, PH2, PH3 and PH4 
• 3 pcs 1/4&quot; slotted screwdriver inserts 4, 5.5 and 7 mm 
• 6 pcs 1/4&quot; screwdriver inserts hexagon socket 4, 5, 6, 7, 8 and 10 mm 
• 2 pcs 1/4&quot; extensions 50 mm/2&quot; and 100 mm/4&quot; 
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• 1 pc 1/4&quot; T-slide handle (cross handle): 100 mm/4&quot; 
• 1 pc 1/4&quot; Cardan joint  
• 1 pc 1/4&quot; plug-in handle with 2-component handle 
• 2 pieces 1/2&quot; extensions 125 mm/5&quot; and 250 mm/10&quot; 
• 1 pc 1/2&quot; universal joint 
• 1 pcs 1/2&quot; spark plug socket wrench insert hexagon: 21 mm (13/16&quot;) 
• 1 pc 1/2&quot; T-slide adapter 
• 3 pcs. Cranked screwdriver 1.5, 2, 2.5 mm 
• 1 pcs. 1/4&quot; reversible ratchet, quick release, 60 teeth with 6° reverse angle 
• 1 pcs 1/2&quot; reversible ratchet: quick release mechanism, 60 teeth, 6° backward swing
angle 
• 4 jointed socket wrenches, 8-9, 10-11, 12-13 and 14-15 mm 
• 13 pcs. combination wrenches: 7, 8, 9, 10, 11, 12, 13, 14, 15, 16, 17, 18 and 19 mm in
removable holder 
• 1 removable, plastic box with three compartments and lid 
• Finish: Matt chrome-plated
• High Performance Steel Alloy 
• Less wear and damage to the fastener thanks to socket wrench inserts with
Dynamic_Drive™ profile 
• Combination wrench with narrow, compact head for better accessibility
• U-shaped shaft for optimum grip
• Shockproof and extremely temperature resistant case 
• Case: High-density polyethylene (HDPE) 
• Standards:  ISO 1174 and DIN 3120
• 12 pcs 1/4&quot; hex sockets: 4, 4.5, 5, 5.5, 6, 7, 8, 9, 10, 11, 12, 13 mm
• 9 pcs 1/4&quot; hex deep sockets: 4, 5, 6, 7, 8, 9, 10, 11, 13 mm
• 15 pcs 1/2&quot; hex sockets: 10, 12, 13, 14, 15, 16, 17, 18, 20, 21, 23, 24, 27, 32, 34 mm
• 9 pcs hex sockets AF: 3/8 7/16 (11) 1/2 9/16 11/16 3/4 (19) 13/16 7/8 (22) 1-3/16&quot;
• 4 pcs 1/2&quot; hex impact sockets: 17, 19, 21, 24 mm
• 4 pcs 1/4&quot; socket drivers Phillips PH 1, 2, 3, 4
• 3 pcs 1/4&quot; socket drivers slotted 4, 5.5, 7 mm
• 6 pcs 1/4&quot; socket drivers hex 3, 4, 5, 6, 8, 10 mm
• 2 pcs 1/4&quot; extension bars 50 mm / 2&quot; &amp; 100 mm/4&quot;
• 1 pc 1/4&quot; sliding T-bar 100 mm/4&quot;
• 1 pc 1/4&quot; universal joint
• 1 pc 1/4&quot; spinner with 2-component handle
• 2 pcs 1/2&quot; extension bars 125 mm / 5&quot; &amp; 250 mm /10&quot;
• 1 pc 1/2&quot; universal joint
• 1 pc 1/2&quot; spark plug socket hex 21 mm (13/16&quot;)
• 1 pc 1/2&quot; T-adapter
• 3 pcs L-Keys hex 1.5, 2, 2.5 mm
• 1 pc 1/4&quot; ratchet, 60 teeth/6° action angle, quick release
• 1 pc 1/2&quot; ratchet, 60 teeth/6° action angle, quick release
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• 4 pcs flex head clamps 8-9, 10-11, 12-13, 14-15 mm
• 13 pcs combination clamps 7, 8, 9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19 mm, on a practical
removable tool-rack
• 1 pce removable three section plastic box with lid

item number WL55065

model S87+7

manufacturer BAHCO

manufacturer item number S87+7

length 375 mm

width 395 mm

height 110 mm

order unit 1 piece

content unit 1 set

VDE no

ESD safe no

packaging mass set
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