
Crimping insert for uninsulated tubular and crimping cable
lugs + butt and crimp connectors, 0.25 - 2.5 mm² (AWG 24 -
14)

Application: uninsulated tube and crimp cable lugs according to DIN 46237 as well as
uninsulated butt and crimp connectors according to DIN 46341 0.75 / 1.5 / 2.5 mm². -
Nominal size: 0.25 - 0.75 / 1.0 - 1.5 / 2.5 mm² - Application: uninsulated tubular and crimp
cable lugs according to DIN 46237 as well as uninsulated butt and crimp connectors
according to DIN 46341 - Capacity square millimetres: 0.25 - 0.75 / 1 - 1.5 / 2.5mm² -
Number of nests: 3 - AWG: 13 / 15 - 17 / 19 - 20

Item no. WL61956

Model 97 49 10

Manufacturer KNIPEX
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Manufacturer article no. 97 49 10

GPSR manufacturer data KNIPEX-Werk
Oberkamper Strasse 13
DE-42349 Wuppertal-Cronenberg
www.knipex.de

Length 32 mm

Width 12 mm

Height 32 mm

Length with packaging 83 mm

Width with packaging 51 mm

Height with packaging 17 mm

Volume with packaging 0.072 dm³

Sales unit 1 piece

Content unit 1 piece

Type of packaging single pack

Incl. battery no

RoHS compliant no

VDE no

Crimping application uninsulated tube and crimp terminals according to
DIN 46237 as well as uninsulated butt and crimp
terminals according to DIN 46341

Number of crimp nests 3

ESD compliant no

AWG 20 - 13

Crimp profile Mandrel crimp

Type of pliers crimp insert
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