PV weidinger

Low shoe black - 35, 2610 professional shoes air cushion men,
02

- Occupational shoes air cushion

-ENISO 20347:2012

- Replaceable insole (Art. 3551)

- Instep area with lacing

- Antistatic

- Breathable and moisture absorbing microfibre lining
- AirCushion outsole black

- SRA

- Slip-resistant PU outsole

- Smooth leather

Item no. WL64564

Model 2610

Manufacturer ABEBA

Manufacturer article no. 2610-35

GPSR manufacturer data ABEBA Spezialschuh-Ausstatter GmbH

Schlackenbergstralle 5
DE-66386 St. Ingbert
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Length with packaging
Width with packaging
Height with packaging
Sales unit

Content unit

Colour

Gender

Protective cap

Type of shoes

Safety class

Shoe width

Shoe size EU

ESD compliant

Other versions

Item no.

WL64564
WL64565
WL64566
WL64567
WL64568
WL64569
WL64570
WL64571

WL64572
WL64573
WL64574
WL64575
WL64576

PV weidinger

www.abeba.com
350 mm

250 mm

150 mm

1 pair

1 pair

black

men

no

low shoe

02

W10 (standard width)
35

no

Shoe size EU
35
36
37
38
39
40
41
42
43
44
45
46
47
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