PV weidinger

Pin wrench TORX® MagicSpring® black oxide T9 (31236)

Saves time: Wiha MagicSpring® holding function holds all Torx® screws without a magnet.
Application: For applying and tightening TORX® screws in hard-to-reach places.
Blade: Chrome vanadium steel, through hardened, burnished.

For mechanical applications
- Hexagonal blade (inch): 7/64"

« Blister Pack: No
« ESD Item: No
« TORX®1: T9

« Length pin wrench blade (short): 21 mm
- Total length (mm): 111 mm

. with battery: No

Item no.

Alternative article name
Manufacturer
Manufacturer article no.

GPSR manufacturer data

Sales unit
Content unit
Incl. battery
Product series
VDE

Screw type

WL72332
366RZ009
WIHA
31236

Wiha Werkzeuge GmbH
ObertalstraBe 3-7
DE-78136 Schonach
www.wiha.com

1 piece
1 piece
no
366R
no

T9
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ESD compliant no
Packaging dimensions piece
Tool length 111 mm

Other versions

Item no. Tool length Screw type
WL72335 80 mm T6
WL72334 88 mm T7
WL72333 101 mm T8
WL72332 1M mm T9
WL72343 121 mm T10
WL72342 136 mm T15
WL72341 148 mm T20
WL72340 163 mm T25
WL72339 176 mm T27
WL72338 191 mm T30
WL72337 210 mm T40
WL72336 232 mm T45
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