PV weidinger

Double open-end wrench set 13 pcs. incl. holder (44753)

Simplifies your work: With practical holder for clear storage and easy removal.

Increases your efficiency: improved accessibility in narrow places due to 15° jaw position.
Application: For installation and assembly work.

Opening heavily tightened screws requires an enormous amount of force. With the double
open-end wrenches from Wiha, the user can easily open any screw connection thanks to
the leverage effect. With a jaw position of 15°, the double open-end wrenches are perfect
for working in tight places. In addition, they are also ideal for countering bolts and nuts.
Made of high-quality chrome vanadium steel, the double open-end wrenches stand for
durability and robustness, not least thanks to their corrosion-resistant and easy-to-clean
surface. The set includes the 12 most common sizes from 6 to 32 mm, neatly stowed in a
practical holder. The holder can be opened with just one hand to remove the appropriate
size, while the non-slip surface provides a strong grip even in oily or wet working
situations.
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1x double open-end wrench 6mm x 7mm (44741)

1x double open-end wrench 8mm x 9mm (44742)

1x Double open-end wrench 10mm x 11mm (44743)
1x Double open-end wrench 12mm x 13mm (44744)
1x double open-end wrench 14mm x 15mm (44745)
1x double open-end wrench 16mm x 17mm (44746)
1x Double open-end wrench 18mm x 19mm (44747)
1x double open-end wrench 20mm x 22mm (44748)
1x Double open-end wrench 21mm x 23mm (44749)
1x double open-end wrench 24mm x 27mm (44750)
1x Double open-end wrench 25mm x 28mm (44849)
1x Double open-end wrench 30mm x 32mm (44752)
1x holder

- Blister packaging: No

« ESD Article: No

Item no.

Alternative article name
Manufacturer
Manufacturer article no.

GPSR manufacturer data

Sales unit
Content unit

Standards

Product series
VDE
ESD compliant

Packaging dimensions

WL72709
37390
WIHA
44753

Wiha Werkzeuge GmbH
ObertalstraBe 3-7
DE-78136 Schonach
www.wiha.com

1 piece
1 piece

In accordance with DIN 3110

641M
no
no
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