PPV weidinger

Pica DRY lead set "Special"

i Spezial-Minen
- Refills / Mines / Navullingen

MULTI-USE

.. Wasserstrahlfest / permanent

+ |deal zum Nasschneiden von Fliesen & Stein
« Vor Temperaturen > 40 °C schiitzen

.~ Water jet resistant / permanent

« |deal for wet cutting of tiles and stone
« Protect from temperatures > 40 °C

[Reésistantes a I'eau / permanentes

HE + |déales pour coupe humide carrelage/pierre
« Températures > a 40 °C déconseillées

* . Waterafstotend / permanent
+ Ideaal voor hetzagen van natte tegels of stenen
L + Beschermt van temperaturen >40°C
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www.pica-marker.com

Pica DRY replacement leads

« For almost all surfaces, whether dry or damp, smooth or rough, dusty or oily, light or dark
« Ideal for wet cutting of tiles and stone

« Leads already sharpened

- In a practical and robust plastic box

« Assorted contents: 3 x4041 blue ; 2 x 4043 white ; 3 x 4042 green

Item no. WL73204
Model Pica DRY
Model line Pica DRY
Manufacturer PICA
Manufacturer article no. 4040
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PPV weidinger

GPSR manufacturer data Pica-Marker GmbH
PicastraBe 5
DE-91356 Kirchehrenbach
Www.pica-marker.com

Length 135 mm
Width 57 mm
Height 63 mm

Sales unit 1 piece
Content unit 1 piece

Font colour multi-colour
Type of packaging single pack
Colour multicoloured
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