PV weidinger

Non-Sparking Mechanical Adjustable Torque Click Wrenches
with Window Scale and Fixed Ratchet Head in Copper
Beryllium

« Made of copper beryllium

- Large dual scale in N.m/ft.Ib

« Reversible ratchet head allowing clockwise operation only

« Micrometer and main scale for adjustment

« Sturdy plastic handle with a nice positive lock which engages or disengages clearly

« Good positive audible engagement and the wrench always returns to home after each
test

« Accurate to £6% of reading

« Ratchet with 24-45 teeth and easy-change direction lever on top of the head

- Supplied with a declaration of conformity traceable to international standards

« All in individual rigid case for maximum protection and storage

« Non-sparking (NS) tools designed for use in potentially explosive environments, where
conventional steel tools may produce sparks

+ Non--magnetic and highly corrosion resistant

Item no. WL7351

Model NSBO041
Manufacturer BAHCO
Manufacturer article no. NSB041-16-200
GPSR manufacturer data BAHCO Werkzeuge

Maybachstr. 10
DE-71711 Steinheim
www.bahco-werkzeuge.de
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Length

Width

Sales unit
Content unit
Colour
Material

Incl. battery
ESD compliant

Spark-free tools

PPV weidinger

500 mm

22 mm

1 piece

1 piece

gold
copper-beryllium
no

no

yes

Products for the electronic industry
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