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Soldering tip conical, curved, @ 1, C250428E

C250428E x>

- -

mm
(in)

This cartridge was developed with a thicker iron layer, which makes the tip ideal for heavy
and repetitive work in mass production. The thicker iron layer also reduces thermal
efficiency.

The C250 cartridges have been specially developed for use with the AP250 manual feed
soldering iron.

These cartridges can be aligned using the anti-rotation screw built into the tool.

Thanks to intelligent heat management, they last 5 times longer than other brands.

» Weight: 0.008 kg

« Packaging: 127 x 31 x 31 mm / 0.02 kg

Item no. WL81041

Model C250428E
Manufacturer JBC
Manufacturer article no. C250428E

GPSR manufacturer data JBC Soldering SL
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Length with packaging

Width with packaging

Height with packaging

Sales unit
Content unit
Incl. battery
Product series
Tip series

Tip dimensions
Tip length

Tip thickness
Tip shape

Tip alignment
Matching handpiece
ESD compliant

PV weidinger

Ramon y Cajal 3

ES-08750 Molins De Rei
www.jbctools.com

127 mm
31 mm
31 mm
1 piece
1 piece
no
C250
C250
1x9,5
9.5 mm
1mm
conical
bent
ALE250, AP250

no
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