
ESD safety shoes S1P, PUMA SAFETY, CHARGE BLACK DISC
LOW, black

The models in the MOTION CL line are the perfect combination of cushioning, energy
return and stability with the athletic design of PUMA SAFETY. Intelligent new features,
such as the unique POWER PLATE torsion control element integrated into the sole,
optimize the rebound effect of IMPULSE.FOAM® and take comfort to a new level.
• Footbed: evercushion® CUSTOM FIT
• Upper: SAFETY KNIT®
• Protection: Fiberglass toe cap and flexible FAP®lite penetration protection
• Sole: MOTION CLOUD rubber sole
• Material: Textile fabric
• Features: Heat-resistant, Breathable, ESD, Vegan
• Plus: ESD, metal-free, TPU toe cap and heel protection, TPU eyelet element for additional
reinforcement
• Upper material: SAFETY KNIT®
• Lining: BreathActive functional lining

item number WL81993

manufacturer PUMA

manufacturer item number 644541200000040
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GPSR manufacturer information Puma Europe GmbH
PUMA Way 1
DE-91074 Herzogenaurach
https://eu.puma.com

order unit 1 pair

content unit 1 pair

colour black

Colour black

shoe execution low shoe

safety class S1P

shoe width W11

shoe size EU 40

ESD safe yes

Other versions
item number shoe size EU shoe width

WL81984 36 W11

WL81985 37 W11

WL81986 38 W11

WL81987 39 W11

WL81993 40 W11

WL81994 41 W11

WL81995 42 W11

WL81996 43 W11

WL81997 44 W11

WL81998 45 W11

WL81999 46 W11

WL82000 47 W11
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