
Hydraulic gearbox jack, double piston, cap. 1 t

• 1000 kg gearbox lifter for removing/installing gearboxes under lifting platforms or for
transporting gearboxes
• Quick to use thanks to two quick pumps (with 36 pump strokes at full height)
• Hard chrome-plated piston rod and pump piston prevent rust formation
• Large and practical foot pedal for simplified lifting from both sides
• High stability due to wide chassis
• Saddle can be attached upside down and with the help of accessories BH11500-04
(rubber saddle) and BH11500-05 (steel saddle), other car parts such as exhaust pipes, fuel
tanks or spring suspensions can be deposited and transported
• Lifting the load using the foot pedal, leaving your hands free
• Robust, steel swivel wheels (75 mm diameter), PU-coated for a longer service life and
optimum maneuverability
• Two wheels with brakes
• CE-certified in accordance with 2006/42/EC and BS EN1494
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Item no. WL83695

Manufacturer BAHCO

Manufacturer article no. BH5DP1000QA

GPSR manufacturer data BAHCO Werkzeuge
Maybachstr. 10
DE-71711 Steinheim
www.bahco-werkzeuge.de

Length 759 mm

Width 759 mm

Height 1899 mm

Sales unit 1 piece

Content unit 1 piece

ESD compliant no
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