
Plastic, 400ml

The ECS clear lacquer Plastic in a 400 ml spray can is a quick-drying, colorless acrylic
lacquer with excellent insulating properties. It is ideal for insulating, sealing and
waterproofing printed circuit boards and protects against moisture as well as inorganic,
acidic and alkaline vapors. Thanks to its excellent adhesion, it can be used in the
temperature range from -70° C to +100° C and even up to 120° C for short periods. The
varnish enables the repair of printed circuit boards and guarantees lasting protection. It
can be used on metal, plastic, wood, cardboard and glass, does not drip and contains a UV
indicator for quality control. The product complies with the MIL-I-460580 "Type Acrylic
Resin" standard and can be used for a wide range of applications on metal, paper, signs
and much more.
• Transparent Protective Conformal Coating for PC Boards and Electronic Components
• PLASTIC is based on an acrylic resin particularly suitable for the electronic industry
• It forms a shiny, flexible and protective film that is resistant to acids, salt, fungus,
corrosive vapors, thermal stress, mechanical abuse, alkalis, alcohols, moisture and tough
envirmonmental conditions
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• It retains its effectiveness within a wide range of temperatures form -70° C to +120° C
• The lacquer adheres to various materials such as metal, plastic, wood, cardboard, glass
etc.
• PLASTIC does not drip and permits soldering through its own layer. PLASTIC contains an
UV indicator for quality control.
• PLASTIC meets MIL-1-460580 “Type Acrylic Resin”
• Spray in aerosol can
• Content: 400 ml

Item no. WL83857

Manufacturer ECS

Manufacturer article no. 770.400.000

GPSR manufacturer data ECS AG
Talstrasse 35
CH-8808 Päffikon
www.ecsag.com

Sales unit 1 piece

Content unit 1 piece

ESD compliant no
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