PPV weidinger

VDE-insulated socket wrench, 5.5 x 125 mm
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Wera VDE socket wrench with multi-component Kraftform handle for fast and gentle
working: Hard grip zones for high working speed, while soft grip zones guarantee high
torque transmission. Piece testing at 10,000 V for safe working at the approved voltage of
1,000 V. The hexagonal roll-off protection prevents annoying rolling away at the
workplace.

« Insulated blades for safe working up to 1,000 volts

« Multi-component Kraftform handle for fast and ergonomic fastening

« With handle marking to make it easier to find and sort the tool

« With hexagonal roll-off protection to prevent rolling away

«» Zinc-phosphated

Item no. WL88353
Model 190 i VDE

Products for the electronic industry
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Manufacturer
Manufacturer article no.

GPSR manufacturer data

Length

Width

Height

Length with packaging
Width with packaging
Height with packaging
Sales unit

Content unit

VDE

ESD compliant

Tool length

Wrench size

Other versions

Item no.

WL88353
WL88354
WL88355
WL88356
WL88357
WwL88358
WL88359
WL88360
WL88361

PV weidinger

WERA
05005300001

WERA Werkzeuge GmbH
Korzerter Strasse 21-25
DE-42349 Wuppertal-Cronenberg
www.wera.de

223 mm
26 mm
26 mm
274 mm
122 mm
40 mm
1 piece
1 piece
yes

no

125 mm

5mm

Wrench size
5 mm
6 mm
7 mm
8 mm
9 mm
10 mm
11 mm
12 mm

13 mm
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