
Kraftform Ball-Grip Phillips screwdriver, PH 2 x 100 mm

Screwdriver with Kraftform 1800 series handle for Phillips screws. The handle sits
comfortably in the hand. The convex shape enables high torques to be transmitted. The
soft grip zones ensure a non-slip feel and low-loss power transmission. The hard grip
zones allow high power transmission, even when pressure is applied with the ball of the
thumb. The finger recesses at the upper end of the handle facilitate fine adjustment work
when tightening screws. The narrow transition between the handle and blade means that
even hard-to-reach and low-lying screws in narrow areas can be easily reached. The roll-
off protection at the rear end of the handle makes it difficult for the tool to roll away at the
workplace. The tip of Wera Lasertip screwdrivers is roughened microscopically with laser
beams. This rough surface literally "bites" into the screw head. This prevents unintentional
slipping out of the screw.
• Screwdriver for Phillips screws Phillips
• Kraftform 1800 series handle for high torques
• Soft grip zones for high power transmission
• Hard grip zones for palm pressure
• Recessed grips for fingers enable fine adjustment work

Item no. WL88632

Model 1850 PH

Manufacturer WERA

Manufacturer article no. 05007906001

GPSR manufacturer data WERA Werkzeuge GmbH
Korzerter Strasse 21-25
DE-42349 Wuppertal-Cronenberg
www.wera.de

Length 205 mm

Width 39 mm

Height 39 mm

Length with packaging 310 mm

Width with packaging 109 mm

Height with packaging 76 mm

Sales unit 1 piece

Content unit 1 piece

VDE no
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Screw type PH2

ESD compliant no

Tool length 100 mm

Other versions
Item no. Screw type Tool length

WL88631 PH1 80 mm

WL88632 PH2 100 mm

WL88633 PH2 150 mm

WL88634 PH3 150 mm
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