PV weidinger

VDE-insulated slotted screwdriver, stainless steel, 0.8 x 4 x
100 mm

High-quality Kraftform Plus VDE screwdriver made of stainless steel. The stainless steel
tools from Wera are vacuum ice-hardened and therefore have the hardness and strength
values required for screw connections. Industrial use is possible without restrictions. The
routine testing of Kraftform Stainless VDE screwdrivers at 10,000 volts in accordance with
DIN EN 60900 (IEC 60900) guarantees safe working under voltage of up to 1,000 volts.
Safety is also guaranteed under extreme operating conditions thanks to the tested cold
impact resistance at -40 °C. Multi-component Kraftform handle for fast and gentle working.
Take it easy tool finder with color coding according to profiles and size stamping - for
finding the required tool quickly and easily. The hexagonal roll-off protection prevents
annoying rolling away at the workplace.

- Insulated VDE stainless steel blades for safe working up to 1,000 volts

« Multi-component Kraftform handle for high working speeds and ergonomic screwdriving
« With Take it easy tool finder: color coding according to profiles and size stamping

» With hexagonal roll-off protection to prevent rolling away

- Tapered cutting edge, laser tip, stainless steel against the risk of extraneous rust

Item no. WL89041

Model 3160 i

Manufacturer WERA

Manufacturer article no. 05022731001

GPSR manufacturer data WERA Werkzeuge GmbH

Korzerter Strasse 21-25
DE-42349 Wuppertal-Cronenberg
www.wera.de

Length 198 mm
Width 33 mm
Height 33 mm
Length with packaging 246 mm
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Width with packaging 89 mm
Height with packaging 62 mm
Sales unit 1 piece
Content unit 1 piece
VDE yes
ESD compliant no
Blade length 100 mm
Blade width 4 mm
Blade thickness 0.8 mm

Other versions

Item no. Blade width x Blade thickness
WL89039 3 mm x 0.5 mm

WL89040 3.5mmx 0.6 mm

WL89041 4 mm x 0.8 mm

WL89042 55mmx1mm
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