
Pannes à souder spéciales de la série C245 pour fer à souder
T245

The JBC C245760 is a highly specialized soldering tip from the proven C245 series, ideal
for use with the T245 soldering iron. With a diameter of 3.5mm, the soldering tip offers
excellent heat transfer and scores with its rapid heat-up - perfect for precise and efficient
cable and PCB welding. Thanks to robust long-life technology, the tip remains particularly
durable even in demanding applications such as THT, SMT or ground plane soldering.
This special soldering tip with heating core ensures lightning-fast heating, outstanding
temperature stability and significantly increased durability compared to standard tips - up
to five times longer service life thanks to JBC's efficient soldering tip system including
sleep and hibernation functions. The robust 3.5mm barrel tip is precisely designed for high
current and power soldering and is particularly suitable for cable and connector contacts.
With a length of approx. 110mm, the tip is ergonomic and easy to handle, excellently
designed for targeted use in electronics workshops and industrial applications.
Panne à souder cannelée
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Numéro d'article WL27439

Modèle C245-760

Fabricant JBC

Numéro d'article du fabricant C245760

Données du fabricant du GPSR JBC Soldering SL
Ramón y Cajal 3
ES-08750 Molins De Rei
www.jbctools.com

Longueur avec emballage 110 mm

Largeur avec emballage 12 mm

Hauteur avec emballage 12 mm

Unité de vente 1 pièce

Unité de contenu 1 pièce

Série de produits C245

Série de conseils C245

Chauffage intégré inclus oui

Diamètre intérieur 3,5 mm

Diamètre extérieur 5 mm

Longueur totale de la pointe à souder 100 mm

Forme de la pointe catégorie particulière

Alignement des pointes biaisé

Fer à souder adapté T245

Pièce à main assortie T245

Pièce à main assortie T245

Conforme aux normes ESD non
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