
Bande ESD de cache pour soudage 25 mm / 33 m

The KAPTON solder masking tape 25 mm x 33 m from PPI is the ideal solution for
precisely masking solder joints during electronics production. It impresses with its high
temperature resistance up to 300°C and is therefore also suitable for reflow and wave
soldering processes.

The silicone adhesive offers an adhesive strength of 1.0N/cm, adheres reliably to a wide
variety of surfaces and can be removed without leaving any residue. The brown-
transparent color facilitates visual inspection of the covered areas. With a film thickness of
0.06 mm, the tape is thin enough for intricate work, yet robust and tear-resistant for safe
use in production.

The solder masking tape is supplied on a roll 25mm wide and 33m long - practical for
direct use at the workstation or production line.
• Version ESD
• Bande à souder KAPTON
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• Type d'adhésif : adhésif silicone, force adhésive : 1,0 N/cm
• Résistance à la température jusqu'à 300 °C
• brun-transparent

Numéro d'article WL28536

Modèle 110-33-25

Fabricant PPI

Numéro d'article du fabricant PPI-RD 042D

Données du fabricant du GPSR PPI GmbH
Hommericherstraße 10-14
DE-51789 Lindlar
www.ppiadhesiveproducts.com/de

Longueur 33000 mm

Largeur 25 mm

Unité de vente 1 rouleau

Unité de contenu 1 Rouleaux

Couleur marron, transparent

Matériel Polyimide

Batterie incluse non

Épaisseur du film 0,06 mm

Résistance à la température up to 300 °C

Conforme aux normes ESD non

Powered by TCPDF (www.tcpdf.org)

2 / 2
31.07.2026

http://www.tcpdf.org

