weidinger

Punta di saldatura a scalpello della serie PT, 0,8 x 0,4 mm, 425
°C

The PT-H8 soldering tip from Weller's PT series is suitable for the TCP 12, TCP 24, TCP 42,
TCPS and FE 50M soldering irons and works at 425 °C.

The straight chisel-shaped tip measuring 0.8 x 0.4 mm is ideal for fine solder joints and
precise work on SMD components.

With a tip length of 35 mm and a robust design, the tip sits comfortably in the hand and
supports controlled, professional soldering.
Sistema Magnastat

Articolo n. WL17014

Modello PT HS8

Produttore WELLER

Codice articolo del produttore 4PTH8-1

Dati del produttore GPSR WELLER Tools GmbH

Carl-Benz-Strasse 2
DE-74354 Besigheim
www.weller-tools.com

Unita di vendita 1 Pezzo
Unita di contenuto 1Pezzo
Incl. batteria No
Serie di prodotti Serie PT
Tipo di punta HM
Serie di suggerimenti PT
Lunghezza della punta 35 mm
Lunghezza della punta in pollici 1,378 in



PPV weidinger

Larghezza della punta 0,8 mm

Larghezza della punta in pollici 0,031in

Spessore della punta 0,4 mm

Spessore della punta in pollici 0,02in

Diametro della punta di saldatura 6,9 mm

Forma della punta scalpello

Allineamento della punta Dritta

Temperatura della punta 425 °C

Manipolo corrispondente FE 50M, TCP 12, TCP 24, TCP 42, TCPS
Conforme alle ESD No

Products for the electronic industry

- ) < / weidi '
212 www.weidinger.eu


http://www.tcpdf.org

