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Erem 2400 MagicSense

For use in electronics, PCB assembly, wire and connection handling

3-pieces tool kit: 2412E, 2482E, 2411P

MagicSense moulded handle with soft touch for increased comfort and grip
Induction-hardened cutting edges in Rockwell hardness 64-65 HRc, high grade of
hardness for exceptionally long life

High-grade tool steel, non-reflecting surface, ESD-safe, resharpenable

In an ESD-safe plastic case The Weller Erem Series 2400 Magic Sense is a range of
medium-sized precision cutters that combines robustness, visibility and accessibility. A
large variety of head shapes for precision work in hard-to-reach areas. The optimized
ergonomic shape of the Series 2400 MagicSense prevents hand fatigue. These cutters are
manufactured from improved induction-hardened cutting edges up to 64 — 65 HRc for an
extremely long service life. The cutting edges are made from special tool steel. The
precision cutters have a nonreflecting surface, are ESD safe and resharpenable.

« Per l'uso in elettronica, assemblaggio di circuiti stampati, manipolazione di fili e
connessioni.

« Kit contenente 3 pinzette: 2412E, 2482E, 2411P

- Impugnatura sagomata MagicSense con presa morbida per un maggiore comfort.

« Bordi di taglio temprati per induzione con prove di durezza Rockwell 64- 65 HRc, elevato
livello di durezza per un'eccezionale durata.

« Acciaio per utensili di alta qualita, superficie non riflettente, conforme alle norme ESD,
riaffilabile.

« Scatola di plastica a norma ESD.

. contenuto : 2412E, 2482E, 2411P

N. articolo WL44399

Modello 2400KMS

Produttore Weller Erem
Produttore Articolo n. 2400KMS
Informazioni sul produttore del GPSR WELLER Tools GmbH

Carl-Benz-Strasse 2
DE-74354 Besigheim
www.weller.eu

Unita di vendita 1 Set
Unita di contenuto 1Set
VDE No
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Conforme alle norme ESD Si

materiale dello strumento Acciaio Speciale

Products for the electronic industry
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