
Gommino autobloccante, diametro interno: 10 mm, 86 mm

Protegge dal contatto con un conduttore spellato e sotto tensione. Diametro interno 10
mm, lunghezza 80 mm

N. articolo WL62337

Modello 98 66 10

Produttore KNIPEX

Produttore Articolo n. 98 66 10

Informazioni sul produttore del GPSR KNIPEX-Werk
Oberkamper Strasse 13
DE-42349 Wuppertal-Cronenberg
www.knipex.de

tratto 86 mm

ampiezza 16 mm

altezza 16 mm

Lunghezza con imballo 150 mm

Larghezza con imballo 80 mm

Altezza con imballo 34 mm

Volume dell'imballaggio 0,408 dm³

Unità di vendita 1 Pezzo

Unità di contenuto 1 Pezzo

Tipo di imballaggio Confezione singola

Conforme alla direttiva RoHS No
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diametro interno 10 mm

VDE No

Conforme alle norme ESD No

lunghezza utensile 80 mm

Caratteristica della maniglia VDE

Altre versioni
N. articolo tratto & diametro interno

WL62337 86 mm & 10 mm

WL62338 100 mm & 20 mm

WL62339 109 mm & 30 mm

WL62341 130 mm & 45 mm

WL62343 145 mm & 60 mm
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https://www.weidinger.eu/it/wl62337
https://www.weidinger.eu/it/wl62337
https://www.weidinger.eu/it/wl62338
https://www.weidinger.eu/it/wl62338
https://www.weidinger.eu/it/wl62339
https://www.weidinger.eu/it/wl62339
https://www.weidinger.eu/it/wl62341
https://www.weidinger.eu/it/wl62341
https://www.weidinger.eu/it/wl62343
https://www.weidinger.eu/it/wl62343
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