
Chiave per perni TORX® MagicSpring® ossido nero T9 (31236)

Si risparmia tempo: la funzione di tenuta Wiha MagicSpring® tiene ferme tutte le viti Torx®
senza magnete.
Applicazione: Per applicare e serrare le viti TORX® in punti difficili da raggiungere.
Lama: acciaio al cromo vanadio, temprato, brunito.
Per applicazioni meccaniche
• Lama esagonale (pollici): 7/64"
• Confezione in blister: No
• Articolo ESD: No
• TORX® 1: T9
• Lunghezza della lama della chiave a spillo (corta): 21 mm
• Lunghezza totale (mm): 111 mm
• con batteria: No

Articolo n. WL72332

Nome articolo alternativo 366RZ009

Produttore WIHA

Codice articolo del produttore 31236

Dati del produttore GPSR Wiha Werkzeuge GmbH
Obertalstraße 3-7
DE-78136 Schonach
www.wiha.com

Unità di vendita 1 Pezzo

Unità di contenuto 1 Pezzo

Serie di prodotti 366R

VDE No

Tipo di vite T9

Conforme alle ESD No
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Dimensioni dell'imballaggio Uno Alla Volta

Lunghezza dell'utensile 111 mm

Altre versioni
Articolo n. Lunghezza dell'utensile Tipo di vite

WL72335 80 mm T6

WL72334 88 mm T7

WL72333 101 mm T8

WL72332 111 mm T9

WL72343 121 mm T10

WL72342 136 mm T15

WL72341 148 mm T20

WL72340 163 mm T25

WL72339 176 mm T27

WL72338 191 mm T30

WL72337 210 mm T40

WL72336 232 mm T45

Powered by TCPDF (www.tcpdf.org)

2 / 2
06.03.2026

https://www.weidinger.eu/it/wl72335
https://www.weidinger.eu/it/wl72335
https://www.weidinger.eu/it/wl72335
https://www.weidinger.eu/it/wl72334
https://www.weidinger.eu/it/wl72334
https://www.weidinger.eu/it/wl72334
https://www.weidinger.eu/it/wl72333
https://www.weidinger.eu/it/wl72333
https://www.weidinger.eu/it/wl72333
https://www.weidinger.eu/it/wl72332
https://www.weidinger.eu/it/wl72332
https://www.weidinger.eu/it/wl72332
https://www.weidinger.eu/it/wl72343
https://www.weidinger.eu/it/wl72343
https://www.weidinger.eu/it/wl72343
https://www.weidinger.eu/it/wl72342
https://www.weidinger.eu/it/wl72342
https://www.weidinger.eu/it/wl72342
https://www.weidinger.eu/it/wl72341
https://www.weidinger.eu/it/wl72341
https://www.weidinger.eu/it/wl72341
https://www.weidinger.eu/it/wl72340
https://www.weidinger.eu/it/wl72340
https://www.weidinger.eu/it/wl72340
https://www.weidinger.eu/it/wl72339
https://www.weidinger.eu/it/wl72339
https://www.weidinger.eu/it/wl72339
https://www.weidinger.eu/it/wl72338
https://www.weidinger.eu/it/wl72338
https://www.weidinger.eu/it/wl72338
https://www.weidinger.eu/it/wl72337
https://www.weidinger.eu/it/wl72337
https://www.weidinger.eu/it/wl72337
https://www.weidinger.eu/it/wl72336
https://www.weidinger.eu/it/wl72336
https://www.weidinger.eu/it/wl72336
http://www.tcpdf.org

