
Chiave esagonale, imperiale, acciaio inox, 9/64" x 130 mm

Chiave offset di alta qualità in acciaio inox per viti ad esagono cavo imperiale di Wera.
L'acciaio inossidabile impedisce il trasferimento di ruggine estranea. Il profilo Hex-Plus
offre superfici di contatto più ampie nella testa della vite. Questo riduce al minimo l'effetto
di intaglio ed elimina quasi del tutto i danni alla testa della vite. Con testa sferica
esagonale sul gambo lungo: i profili di uscita sferici consentono di deviare o orientare
l'asse dell'utensile rispetto all'asse della vite, in modo da poter avvitare le viti "intorno agli
angoli".
• Soluzione al problema della ruggine estranea: avvitare acciaio inox su acciaio inox!
• Per le viti ad esagono cavo
• Hex-Plus fa durare più a lungo le viti ad esagono cavo
• Con testa sferica esagonale sul gambo lungo
• Pollici

Articolo n. WL89030

Modello 3950 PKL

Produttore WERA

Codice articolo del produttore 05022713001

Dati del produttore GPSR WERA Werkzeuge GmbH
Korzerter Strasse 21-25
DE-42349 Wuppertal-Cronenberg
www.wera.de

Lunghezza 130 mm

Larghezza 22 mm

Altezza 5 mm

Lunghezza con imballaggio 175 mm
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Larghezza con imballaggio 35 mm

Altezza con imballaggio 15 mm

Unità di vendita 1 Pezzo

Unità di contenuto 1 Pezzo

VDE No

Conforme alle ESD No

Presa esagonale 9/64"

Lunghezza della lama 130 mm

Altre versioni
Articolo n. Presa esagonale

WL89018 1,5 mm

WL89033 1/4"

WL89029 1/8"

WL89019 2 mm

WL89020 2,5 mm

WL89021 3 mm

WL89035 3/8"

WL89032 3/16"

WL89027 3/32"

WL89022 4 mm

WL89023 5 mm

WL89034 5/16"

WL89031 5/32"

WL89024 6 mm

WL89028 7/64"

WL89025 8 mm

WL89030 9/64"

WL89026 10 mm
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https://www.weidinger.eu/it/wl89018
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https://www.weidinger.eu/it/wl89029
https://www.weidinger.eu/it/wl89029
https://www.weidinger.eu/it/wl89019
https://www.weidinger.eu/it/wl89019
https://www.weidinger.eu/it/wl89020
https://www.weidinger.eu/it/wl89020
https://www.weidinger.eu/it/wl89021
https://www.weidinger.eu/it/wl89021
https://www.weidinger.eu/it/wl89035
https://www.weidinger.eu/it/wl89035
https://www.weidinger.eu/it/wl89032
https://www.weidinger.eu/it/wl89032
https://www.weidinger.eu/it/wl89027
https://www.weidinger.eu/it/wl89027
https://www.weidinger.eu/it/wl89022
https://www.weidinger.eu/it/wl89022
https://www.weidinger.eu/it/wl89023
https://www.weidinger.eu/it/wl89023
https://www.weidinger.eu/it/wl89034
https://www.weidinger.eu/it/wl89034
https://www.weidinger.eu/it/wl89031
https://www.weidinger.eu/it/wl89031
https://www.weidinger.eu/it/wl89024
https://www.weidinger.eu/it/wl89024
https://www.weidinger.eu/it/wl89028
https://www.weidinger.eu/it/wl89028
https://www.weidinger.eu/it/wl89025
https://www.weidinger.eu/it/wl89025
https://www.weidinger.eu/it/wl89030
https://www.weidinger.eu/it/wl89030
https://www.weidinger.eu/it/wl89026
https://www.weidinger.eu/it/wl89026
http://www.tcpdf.org

