PV weidinger

Kolba lutownicza do wszystkich jednostek zasilajacych od
AD-2200

The T210 is perfect for accuracy soldering jobs with medium power requirements. For its
size, it is able to work with conventional or small SMD, even under a microscope.

Its ergonomy and the short distance tip-to-grip ensure greater accuracy and comfort.
« pasujacy uchwyt: 0018658
« bez grota lutowniczego (3 piny)

Numer artykutu. WL13282

Model T210-A / AD 2210
Producent JBC

Numer artykutu producenta. T210-A

Dane producenta GPSR JBC Soldering SL

Ramon y Cajal 3
ES-08750 Molins De Rei
www.jbctools.com

Dtugosc z opakowaniem 235 mm

Szerokosc z opakowaniem 40 mm
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Wysokosc¢ z opakowaniem

Zakres dostawy

Jednostka sprzedazy

Jednostka tresci

Moc znamionowa

Woltaz

Rekojesc (typ)

Pasujacy stojak

Wskazdwki dotyczace dopasowania
Dtugosc kabla

Dopasowana jednostka sterujgca

Zgodny z ESD

PV weidinger

40 mm

T210-A Precision Soldering Iron (soldering tip not
included)

1 sztuka

1 sztuka
20w
24V
Lutownica
AD-SA
C210

1,5 m

CDB - Soldering Station, CDS - Precision Soldering
Station, DI - 1-Tool Control Unit, DE - 2-Tool Control
Unit, DME - 4-Tool Control Unit
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