
Rura prowadnicowa do kolby lutowniczej z podajnikiem cyny
AL250-B

The guide kit for AL250, Ø 0.6 - 0.8 mm, from JBC is the ideal addition for precise
soldering work. Developed for use with the AL250 soldering iron, this kit ensures optimum
guidance of the solder through the integrated hose. This enables an even and controlled
supply of soldering material, which increases the quality and efficiency of your soldering
processes. The kit is specially designed for solder with a diameter of 0.6 to 0.8 mm and
therefore offers flexibility for various applications. Perfect for professional users who value
precision and reliability. Discover these high-quality accessories at Weidinger.eu and
optimize your soldering work with JBC.
z wężem

numer pozycji WL22536

Model 0002402

Alternatywny opis artykułu GAL0608

Producent JBC

Numer artykułu producenta 2402

Informacje o producencie GPSR JBC Soldering SL
Ramón y Cajal 3
ES-08750 Molins De Rei
www.jbctools.com
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Długość z opakowaniem 245 mm

Szerokość z opakowaniem 185 mm

Wysokość z opakowaniem 45 mm

Jednostka sprzedaży 1 sztuka

Jednostka zawartości 1 sztuka

Zgodność z ESD tak

Średnica 0,6 – 0,8 mm

Inne wersje
numer pozycji Średnica (od) - Średnica (do)

WL22535 0,4 mm - 0,5 mm

WL22536 0,6 mm - 0,8 mm

WL22537 0,9 mm - 1 mm

WL22538 1,1 mm - 1,5 mm

WL71785 1,6 mm - 1,8 mm
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https://www.weidinger.eu/pl/wl22535
https://www.weidinger.eu/pl/wl22535
https://www.weidinger.eu/pl/wl22536
https://www.weidinger.eu/pl/wl22536
https://www.weidinger.eu/pl/wl22537
https://www.weidinger.eu/pl/wl22537
https://www.weidinger.eu/pl/wl22538
https://www.weidinger.eu/pl/wl22538
https://www.weidinger.eu/pl/wl71785
https://www.weidinger.eu/pl/wl71785
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