PPV weidinger

Grot lutowniczy z serii XNT, w ksztatcie dtuta, wygiety pod
katem 30° 1,6 x 0,8 mm

The soldering tip XNT-AX from Weller is a chisel-shaped soldering tip with a 30° bend from
the XNT series. It is compatible with the WXP 90, WTP 90, WXP 65 and WP 65 soldering
irons.

With a tip width of 1.6 mm and a tip thickness of 0.8 mm, the tip is suitable for precise
soldering work with good heat transfer. The curved design with a 30° angle facilitates
access to hard-to-reach solder joints.

The integrated fast-response heating element technology ensures rapid heat transfer and
supports efficient work, even for soldering tasks with higher heat requirements. The tip has
a length of 28 mm and a diameter of 4.75 mm. It is supplied as a single piece.

« Groty XNT do kolb lutowniczych WXP 90, WTP 90, WXP 65, WSP 65

« do prac lutowniczych o duzym zapotrzebowaniu na ciepto i duzych ztgczach
lutowniczych

Numer artykutu. WL45344

Model XNT AX

Producent WELLER

Numer artykutu producenta. TO054486499

Dane producenta GPSR WELLER Tools GmbH

Carl-Benz-Strasse 2
DE-74354 Besigheim
www.weller-tools.com

Products for the electronic industry
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Jednostka sprzedazy 1sztuka
Jednostka tresci 1sztuka

W zestawie bateria nie

Seria produktéw Seria XNT
Rodzaj koricowki HM

Seria wskazdwek XNT

Kat (korncowka lutownicy) 30°
Technologia elementéw grzejnych Fast Response
Dtugosc korncéwki 28 mm
Szerokos$é koncowki 1,6 mm
Gruboscé koricowki 0,8 mm
Srednica grotu lutowniczego 4,75 mm
Ksztatt koncowki dtutowaty
Wyrdwnanie kornicédwek zakrzywiony
Pasujgca rekojesc WP65, WTP 90, WXP 65, WXP 90
Zgodny z ESD nie
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